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Sterybox

ROOM VOLUME SIZE CUBIC MTS: 25 mt3 - 10 
mt2 (ca.3x3.5mt)
IPX4 Lamp Treatment against moisture/spray

ROOM VOLUME SIZE CUBIC MTS: 
50 mt3 - 20 mt2 (ca.4x5mt)
IPX4 Lamp Treatment against 
moisture/spray

ROOM VOLUME SIZE CUBIC MTS: 
100 mt3 - 40 mt2 (ca.6x7mt)
IPX4 Lamp Treatment against moisture/spray
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STERYBOX®

Wall mounting 
Attacco a parete

Mobile cart
Mobile con ruote

Stainless Steel

Wall mounting 
Attacco a parete

Stand-Alone & Wall Mounting 
Su pavimento e Attacco a parete

Stand Base
Supporto (optional)



STERYBOX is an innovative 
device for reducing the bacterial 
charge of the air in environments 
at risk of aerial contagion, such 
as sterilization rooms, dentists’ 

surgeries, laboratories for diagnostics and analysis, 
operating theatres, first aids, etc.
This device uses the well-known properties of the 
UV-C germicidal radiation at 254 nanometres (UVGI) 
and, specifically, the capacity of denaturing the genetic 
material of the cells it strikes, by inactivating every type 
of microorganism present in the air (bacteria, germs, 
moulds, viruses). The germicidal radiation, which is 
isolated inside the device, prevents the spreading of 
the dangerous UV-C rays in the environment and it 
eliminates any side effect detrimental to health; the 
air is aspirated by the device through noiseless axial 
fans and it is then submitted to an intense UV-C 
radiations field through a patented coil system; the 
air is purified and ready to be released into the 
environment, thanks to a continuous change of air.

MAIN FEATURES
• Reduces within 20 minutes the aerial contamination into a room 

up to 99,99%*
• Scientifical tests performed by independent laboratories show its 

efficacy against all viruses, bacteria, spores*
• The worldwide patented system (UV-CHRIS) increases efficacy up 

to 400% vs all other devices on the market*
• It can work 24 hours a day with in presence of people: no fraction 

of the germicidal radiation can in fact strike directly eyes and skin
• Specially designed UVGI lamps do not create ozone for a total 

operative safety*
• On/Off cycles completely automatic, easy installation and safe 

maintenance, very noisless even in small rooms*
• Reduces use of surface disinfectants in the office, does not nebu-

lize chemicals in the air, no filters to change
• Installed in several hospitals and surgical theaters in respect of the 

international regulations (CE marked)

CARATTERISTICHE PRINCIPALI
• Riduce fino al 99,99% la contaminazione batterica dell’aria in una 

stanza in soli 20 minuti
• Tests scientifici eseguiti presso laboratori indipendenti dimostrano 

la sua efficacia contro tutti i virus, batteri, spore*
• Il sistema (UV-CHRIS) brevettato in tutto il mondo, ne aumenta 

l’efficacia fino al 400% rispetto alle altre apparecchiature presenti 
sul mercato

• Può lavorare 24 ore al giorno anche in presenza di persone in 
perfetta sicurezza. Nessuna radiazione germicida può infatti 
colpire direttamente occhi e cute

• Le lampade UVGI di speciale costruzione non rilasciano ozono 
per una totale sicurezza degli operatori e dei pazienti

• Ciclo di accensione/spegnimento completamente automatico, 
facile installazione, e manutenzione sicura. Molto silenziosa anche 
in ambienti piccoli

• Riduce l’uso di disinfettanti per superfici nello studio, nessuna ne-
bulizzazione di prodotti chimici nell’aria, nessun filtro da cambiare

• Installata in molti ospedali e sale operatorie nel rispetto delle 
norme internazionali (marchio CE)

STERYBOX è un apparecchio 
innovativo per l’abbattimento della 
carica batterica dell'aria in ambienti 
a rischio di contagio aereo quali sale 

di sterilizzazione, studi dentistici, laboratori diagnostici e 
di analisi, sale chirurgiche, pronto soccorso, ecc. Esso 
impiega le note proprietà della radiazione germicida 
UVC a 254 nanometri (UVGI) e, specificatamente, la 
capacità di denaturare il materiale genetico delle cellule 
che colpisce, inattivando ogni tipo di microorganismo 
esistente nell’aria (batteri, germi, muffe, virus).  
La radiazione germicida essendo isolata all'interno 
dell'apparecchio impedisce la diffusione dei pericolosi 
raggi UV-C nell'ambiente ed elimina di conseguenza ogni 
effetto collaterale dannoso per le persone. L’apparecchio 
aspira l'aria all’interno per mezzo di silenziosi ventilatori 
assiali, la sottopone ad un intenso campo di radiazioni 
UVC attraverso un sistema a serpentina brevettato e 
la rilascia quindi purificata nell'ambiente, operando in 
condizioni di ricircolo continuo.

Di riduzione batterica
in una stanza fino a
50 m3 in soli
20 minuti

Germicidal Reduction
in a Room up to
50 m3 in only
20 minutes

99,99%99,99%



STATIC TEST IN
STABULARY
WITH RATS

(CLOSED ROOM
WITH VERY HIGH
BACTERIA 
CONCENTRATION)

TIME
(minutes)

20
25
30
40
50
60

120
180

100
100
100
100
100
100
100
100

GERMICIDAL
REDUCTION

%

DYNAMIC TESTS IN
STABULARY WITH RABBITS

(OPEN ROOM WITH
PEOPLE WORKING AND
VERY HIGH BACTERIA
CONCENTRATION)

TIME
(minutes)

30
60

120
180
240
300
360

97.96
98.31
95.45
98.70
100

92.50
92.86

GERMICIDAL
REDUCTION

%

DYNAMIC TESTS 
IN MICROBIOLOGY LAB

(CLEAN ROOM AIR 
STANDARDS)

Min-Max relevaments average values
B - direct air exit - A 5 mt. distance

NOISE EMISSIONS TESTS TEST DEL RUMORE EMESSO

DO NOT RELASE OZONE IN THE AIR NON RILASCIA OZONO NELL’ARIA

STERYBOX MICROBACTERIOLOGICAL TESTS

Relativamente ai campionamenti svolti nella posizione
n. 1 e n. 2 si evince come l’ozono in entrambe le
posizioni risulti analiticamente assente, con limite di
rilevabilità pari a 0,1 mg/m3 (100 µg/m3 ) in conformità
con le normative internazionali.

In relation with the tests performed, positions n. 1 e n.
2 the ozone concentration is analitically absent with a
riveability limit of 0,1 mg/m3 (100 µg/m3 ) in conformity
with the international regulations.

FUNCTIONAL TESTS
WITH DIRECT SUCTION
OF A POOL OF BACTERIA
AND SPORES WITH VERY
HIGH CONCENTRATION

8356 CCTAsuerua succocolihpatS §
7209 CCTAasonigurea sanomoduesP §

73/38 PICynob allenomlaS §
11.08 PICauconni airetsiL §

40451 CCTAregin sulligrepsA §
13201 CCTAsnacibla adidnaC §

1:1 with concentration of 1.8 x 106

TIME
(minutes)

1
3
6
12

100
100
100
100

GERMICIDAL
REDUCTION

%

Sample Time

12”
20”
40”
80”

Air Litres

400
600

1200
2400

with Sterybox

5
3
5
12

without Sterybox

896
612

1152
852

LOG

0,813

0,544

0,778

1,021

Pos. n.

1

2

Date

04/11/02

04/11/02

Time

14.30

14.40

Ozone
µg/m 3

< 100

< 100

AIR SAMPLE SUCTION POSITION

Air sample suction directly at the air exit hose of the device

Air sample suction at 5 meters from the air exit hose of the device

LAFMax dB(A)

52,4

LAFMin dB(A)

37,7



   
 

Air Disinfection Device for Hospital & Community with UV-CHRIS UltraViolet High Reflecting Irradiation Coil System (Patent) 
 

Specifications / Model Sterybox 25 Sterybox 50A Sterybox 100A Sterybox 100A KART 
ROOM VOLUME SIZE CUBIC MTS 25 mt3 50 mt3 100 mt3 100 mt3 
ROOM FLOOR SIZE SQM (H.2,5mt ceiling) 10 mt2 (ca.3x3.5mt) 20 mt2 (ca.4x5mt) 40 mt2 (ca.6x7mt) 40 mt2 (ca.6x7mt) 
STERILIZING TIME  (97-99,9%) STATIC 40' 20' 30’ 30’ 
STERILIZING TIME (over 92%) DYNAMIC 60' 30' 45' 45' 
UV-CHRIS PATENT SYSTEM YES YES YES YES 
UV-CHRIS STAGES 2 5 5 5 
UVGI-LAMP INSTALLED 2 x 25 W 5 x 25W 10 x 25W 10 x 25W 
UVGI-LAMP WATT POWER 50W 125W 250W 250W 
UVGI-LAMP UV POWER BASIC 702 μW/sec/1mt 1.755 μW/sec/1mt 3.510 μW/sec/1mt 3.510 μW/sec/1mt 
UVGI AIR FLOW IRRADIATION MIN. 35000 μW 100000 μW 150000 μW 150000 μW 
UVGI AIR FLOW IRRADIATION MAX. 150000 μW 300000 μW 450000 μW 450000 μW 
OZONE RELEASE (WHO limit 200 ì g/m3) < 100 ì g/m3 < 100 ì g/m3 < 100 ì g/m3 < 100 ì g/m3 
LAMP MERCURY CONTENT CONFORM RoHS TRACES (blw 2.0mg) TRACES (blw 2.0mg) TRACES (blw 2.0mg) TRACES (blw 2.0mg) 
MIN. AIR VOLUME FLOW - # of VENTS >20m³/h - 1 >50m³/h - 2 >100m³/h - 4 >100m³/h - 4 
NOISE LEVEL MAX 47,7 dB(A) 52,4 dB(A) 53 dB(A) 53 dB(A) 
PROGRAM TIMER SYSTEM NO YES YES YES 
OPERATING HOURS COUNTER YES YES YES YES 
EXTENSIBLE POWER CORD (PLUG SHUKO W/ INLET IEC C14) NO (1,5mt) NO (1,5mt) NO (1,5mt) YES (8mt) 
SAFETY POWER CUT-OFF YES YES YES YES 
DOUBLE SAFETY PANEL NO YES YES YES 
INSTALLATION STAND-UP ON FEET WALL FIXING WALL FIXING MOBILE CART 
OUTER CASE MATERIAL STEEL 430 AISI STEEL 430 AISI STEEL 430 AISI STEEL 430 AISI 
INTERNAL HIGH PERFORMANCE REFRACTIVE MATERIAL "AluShine" "AluShine" "AluShine" "AluShine" 
POWER SUPPLY MAX 80W  150W  350W  350W  
MEASURES WxDxH 30x15x76cm  Kg10        50x15x68cm Kg18       50x28x68cm Kg27 58x32x145cm Kg53 
SUITABLE FOR PRIVATE PRACTICES ALL MEDICAL ROOMS SURGERY-ISOLATION SURGERY-ISOLATION 
CE MARK  YES YES YES YES 
PRODUCT CODE 10201015 10201013 10201017 10201018 

 
Entirely Made in Italy - ISO13485:2016  - WW Patented (PCT) - ©2020 - TISSI SRL - Via della Liberazione, 64 - IT20098 S. Giuliano Mil.se, Italy 

STERYBOX®

Sterybox

Air Disinfection Devices for Hospital & Community with UV-CHRIS UltraViolet High Reflecting Irradiation 
Coil System (Patent) and IPX4 Lamp Treatment against moisture/spray (Tropicalization)
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kart

AIR STERILIZATION TREATMENT

This room is subjected 
to antibacterial and anti-virus treatment of the air 
using STERYBOX® equipment which guarantees 

a disinfection of up to 99.9% of the air 
in hospital, medical and dental facilities.

  INFORMATION: 
www.sterybox.com - Made in Italy 

AMBIENTE SOTTOPOSTO A TRATTAMENTO
DI STERILIZZAZIONE DELL’ARIA

Questo locale è sottoposto
al trattamento antibatterico ed antivirus dell’aria 

mediante apparecchiatura STERYBOX® 
che garantisce una disinfezione fino al 99,9% dell’aria

nelle strutture ospedaliere, medicali ed odontoiatriche.

INFORMAZIONI: 
www.sterybox.com - Prodotto in Italia a norme 
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Ph: +39 02 98282694 / eMail: info@tissidental.com

www.tissimedica.com
 

  

UNI EN ISO 13485:2021
CERTIFICATION

FACTORY

TISSI SRL 
Via della Liberazione, 64 - 20098 S.Giuliano Milanese (MI) Italy 

 

https://tissimedica.com/

